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Product Numbering System - 4507 Series

Bulletin 4507

Medium Sump or Drainage Pumps

0000 -
1thru 4

000 0
5thru7 8

The Product Numbering System used, consists of 12 digits, and the following is a description of that system:

0O O
9 10

Digits 1 thru 4 describes the pump figure number.

1 thru 4

Description

4507

Medium Duty Sump Pump

Digits 5 thru 7 describes the pump discharge diameter.

5 thru 7

Description

150

1-1/2" NPT Discharge Connections

Digits 8 thru 10

CRANE

A Crane Co. Company

USA: (937) 778-8947

e Canada: (905) 457-6223 « International: (937) 615-3598

Digits 8 thru 10 Description
ooo0 | -
Digit 11 describes the pump type.
Digit 11 Description
0 Type "A" includes cover plate and discharge pipe
1 Type "B" does not include cover plate or discharge pipe
Digit 12 describes the sump depth.
Digit 12 Description
2 2 Ft. Sump
3 3 Ft. Sump
4 4 Ft. Sump
5 5 Ft. Sump
6 6 Ft. Sump
PUMPS & SYSTEMS ot
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® Vertical Sump Pumps - Fig. 4507
DEMIN
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Medium Sump or Drainage Pumps

Fig.4507 SUMP PUMPS are designed to
provide dependable, economical drainage
service on medium capacity installations in
commercial buildings and general industrial
applications.

QUALITY FEATURES
Pump: Casing, suction head strainer, base and
motor support of heavy, close grained cast iron.

Impeller: Bronze, adjustable, semi-open type,
accurately machined and balanced.

Shaft: Ground and polished stainless steel.
Oversized 3/4 inch shaft provides smooth
performance.

Thrust Bearing: Heavy duty, grease lubricated
ball thrust bearing with wide inner race for
more accurate alignment. Protected from dust
and vapor in sealed enclosure.

Lower Bearing: Self-lubricating high lead
bronze sleeve bearing suitable for pumping hot
or cold water.

Column: Full weight 2" 1.D. steel pipe of proper
length for 2, 3, 4 or 6 ft. sumps.

Coupling: Flexible type coupling makes
motor easily removal without affecting pump
adjustment.

Automatic Control: Heavy duty, two pole,
TYPE "A" snap action float switch. Copper-hide float TYPE "B"
Furnished with 20 inch castiron ~ Slides on fiber glass rod with adjustable stops. £y rpished without cover plate or
split cover plate to fit 18 inch discharge pipe and arranged for

sump, and with discharge pipe Motor: Vertical drip proof ball bearing 115/230 mounting on floor of sump.

volt single phase motor with built-in thermal

extending through the plate. overload protection. Three phase motor
Also available with 28 inch steel requires magnetic starter. Special enclosures
adapter ring for 24 inch sump available.

or larger steel cover plates for

—
;
N

Simplex or Duplex units. TYPE
APPROVAL
PROGRAM

PERFORMANCE TABLE - 1750 RPM
MOTOR | IMPELLER CAPACITY GALLONS PER MINUTE
HP DIA. 10 20 30 40 50 60 70 80 90
TOTAL HEAD IN FEET

1/3 5Ys 26 25 24 21 18 13 8 - --

1/2 5Y 32 31 29 26 23 19 14 10 --

3/4 6 38 37 35 33 30 26 22 17 11

When applying totally enclosed or explosion proof motors, it may be necessary to use cut diameter impeller or next larger motor. refer to
performance curves.
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ILEM DESCRIPTION ;i grlve?crew (item 22) APPROXIMATE DIMENSIONS IN INCHES
0. oup’ing MOTOR HP
1 Base 25 Motor
2 Suction Head Strainer 26| Capscrews (item 25) 13 12 3/4
3 Casing 27 Float Rod Guide A 17 17% 18
4 Cap screw (item 1, 2, & 3) 28 Capscrew (item 27) B 15% 16% 167
5 Nuts (items 1, 2, & 3) 29 Float Rod
6 Lower Bearing Bushing 30 Float Rod Collar C (2 Ft. Sump) 24 24 24
7 | Setscrews (item 3) 31 | Setscrew (item 30) C (3 Ft. Sump) 36 36 36
8 | Impeller 32 | Float C (4 Ft. Sump) 48 48 48
9 Impeller Washer 33 Float .SWItCh . C (6 Ft. Sump) 72 72 72
10 Impeller Nut 34 Machine Screws (item 33) - -
11 | Woodruff Key 36 | Switch Wire D (2 Ft. Sump) 24%: 24%2 24%2
12 Shaft 37 Grommet D (3 Ft. Sump) 36% 36% 36%
13 Column Pipe 38 Split Cover Plate (Type A only) D (4 Ft. Sump) 48Y5 48 485
14 | Thrust Bearing 39 Discharge Pipe (Type A only) " " "
15 Grease Seal 40 Cap screws (item 38) D (6 Ft. Sump) 12 2% 2%
16 Adjusting Nut 41 Nuts (item 38) NOTE: Cover and Discharge Pipe (in dotted lines)
17 Setscrew (item 16) 42 Setscrews (item 30) furnished on Type "A" Pumps only. Type "B" Pumps
18 | Shaft Key furnished without Cover and Discharge Pipe.
19 Motor Support
20 Setscrews (item 19) NOT TO BE USED FOR CONSTRUCTION
21 Grease fitting PURPOSES UNLESS CONFIRMED BY FACTORY.
22 Nameplate
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® Fig. 4507
Size: 1-1/2, 1750 RPM
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MODEL:
5.0 g 4507
SPEED: RPM
30% 1 o 1750
" 40%
1251 s0dmb B 50%&
e 53“/0550/ CURVE NO.
° PC2241
5-1/2" \ SIZE:
10.0~ 5, . N P
- N CODE:
E 5-1/8 o \\ L 55% ERT.
75— & 33500 I
% . = 24 r MAX. SPHERE
= 172"
'—
= i Y ) (12.7 mm)
50— % 4" MiN 40% IMPELLER
1 16 =
i e 26782
0 \.l.~ \ 300/0 CASE
= ~4 33326
i — e
V4 ~ 1/2 B.H.P. h3
1/3 B.H.P. 3/4 B.H.P.
o— o
US GALLONS
PER MINUTE 0O 10 20 30 40 50 60 70 80 90 100
: : : : : : : : : : i —
LITERS PER
SECOND 05 10 15 20 25 30 35 40 45 50 55 6.0
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